
raw material

colour 

Cable conduction  
system with possibility  
of mounting switches  

and sockets

Mini trunking
halogen free 78

U41X
U43X
White



78

304

Mini trunking
halogen free

U41X U43X

White

Industrial Catalogue

Distribution and mounting of switches and sockets

• Trunking of small dimensions with external cover.
• One to two compartments to separate circuits.
• Possibility to mount switches and sockets.
• Can be painted.

Raw material

 
Mini trunking

 Fittings, accessories and  
switches and sockets adapters

Compliant
2011/65/UEU42X

U41X U43X

* BS EN 50085-2-1 is the UK implementation of EN 50085-2-1

Technical characteristics

Glow-wire test 960°C.

Non flame propagating.

Flammability degree
UL94: V0.
Does not spread fire
by dripping.

In front of fire

Insulating material.

No earthing required.

Electrical

EN 50085-2-1*

IK07.

Mechanical

EN 50085-2-1*

Service 
temperature

EN 50085-2-1*

+90ºC

-25ºC

Protection  
degree

 IP4X, mounted on the 
wall.

EN 50085-2-1*



See updated technical 
information of each 

part number on 
www.unex.net

Mini trunking
halogen free 78

Length

2 m

Colour

RAL 9010
White

Bureau Veritas
Ф3 от 22.07.08 N 123-Ф3
ГОСТ Р 53313-2009

Quality marks

Approvals

Conformity declaration

U41X U43X

White
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Health care: X-ray room

Health care: hallway



Easy installation
Mini trunking and fittings

Fittings
•  The external piece hides cut 

marks and scratches of both  
the base and the cover.

•  The internal piece allows easy 
measuring of the cover. Retains 
the cables. Assures protection 
degree IP4X.

Cover 
• Pressure mounted. 
•  No need to slide the cover.

Trunking plug
•  To fix mini trunkings to any 

kind of wall.
•  Adjusted to the base holes.

Fixed divider

Register
• Easy wiring and connections.

Socket box
•  Covers the mini trunking to 

easy wiring and avoid cutting 
the profile.

Wiring accessories, using Unex boxes
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Adapter for 2 universal 
CEE-7 outlets

Adapter for 1 universal 
CEE-7 outlet

External angle

10x22

Mini trunking
without divider
2 m

Mini trunking sizes (mm)

Mini trunking  
with 1 divider
2 m

10

22

16x30

16

30

20x50

20

50

20

50

Flat angle 78222-42

78022-42 78033-42 78045-42

78095-42

78272-42

78322-42

78372-42

78522-42

78503-42

25104

78740-42

78741-42

78233-42

78283-42

78333-42

78383-42

78533-42

78245-42

78295-42

78345-42

78395-42

78545-42

78507-42

Fittings in U42X

Internal angle

End cover

Joint cover piece

Fixing elements in U63X

Trunking plug
Note: Use bit Ø4 mm.

Connection and branch box in U42X

Connection  
and branch box
Note: 2 screws are included.

Adapters for surface switches and sockets in U42X

See next page

White

RAL 9010
(Part no. 78XXX-42)
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Sizes (mm)

Part no.

10x22 16x30 20x50 20x50

C1

764323143

 C1 C1 C1 C1 C2

 6 14 32 14 14

 4 9 21 9 9

 3 7 17 7 7

 2 4 10 4 4

78022-42 78033-42 78045-42 78095-42

1.5 mm2

2.5 mm2

4 mm2

6 mm2

Recommended  
quantity of  
conductors
type H07V-K

Compartments

343

343

 C1
 C2

Useful cross-sections (mm2)

White

RAL 9010
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COPYRIGHT: All trademarks, brands or distinctive signs, of any kind, that might appear in the present 
website are the property of Unex aparellaje eléctrico, S.L. or of third parties. The use or access to the 
present website and/or to its services should not be interpreted, under no circumstances, as conferring any 
rights to the User on the mentioned trademarks, brands or distinctive signs. 

Furthermore, all Contents are the property of Unex aparellaje eléctrico, S.L. or of third parties. As stated in 
the mentioned Legal Notice, none of the operation rights existing or that might exist about the mentioned 
Contents should be understood as transferable to the User, beyond those strictly necessary for the correct 
use of the Portal and the Services.


