
66Insulating cable 
tray halogen free

Cable conduction and  
protection system

Product family information

Maintains its features up to 90ºC.

All types of installations.

Insulating material: no earthing required nor 
equipotential connection.

100% recycled halogen free 
thermoplastic component

Added value

66
HF

https://mkt.unex.net/PiKSGx
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U48X · Grey RAL 703866
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Technical characteristics

Non flame propagating.

FIRE

OUTDOORS

Good performance with exposure to UV 
rays and weather.

No earthing required.

20 J at -20ºC
60x100: 10J

-20ºC / +90ºC Safe working load test Type I: allows 
placing the junctions at any point 
between two supports.

SERVICE TEMPERATURE

ELECTRICAL

MECHANICAL LOAD

3 m

LENGTH

Humid and saline corrosion:  
inherently resistant to corrosion.

In chemical environments:
see data sheet.

CORROSION / 
CHEMICAL ENVIRONMENT

For more detailed 
information see data sheet

PEP ecopassport® program
Has a compliant environmental declaration

CONFORMITY 
DECLARATION

APPROVALS

Quality Marks

EN 61537: 2007 EN 61537: 2007

https://mkt.unex.net/6tWY3w
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Water treatment

Road infrastructure: tunnel Naval construction: ferryWork spaces: office

Photovoltaics
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Floor

Ceiling

Two L brackets in:
	· Steel sendzimir.
	· Galvanized steel with grey epoxy resin.

Insulating connector 60 in U48X :
multiple configurations

Metallic perforated Ω profile in:
	· SST.
	· Galvanized steel with grey epoxy resin.

With horizontal supports U48X .

Insulating strut channel in U48X

Maximum service temperature +60º C.

 Trays must be fixed to the insulating vertical supports by means of metal screws in every mounting layout.

d

d

Separation 
between lengths
∆T (ºC) d (mm)

20 5
30 7
40 9
50 11

∆T=Tmax -T inst.

Rooftop support in U48X Insulating connector 60 in U48X :
multiple configurations

Insulating vertical support in U48X

Just one piece: added safety.
Insulating strut channel in U48X

Maximum service temperature +60º C.

By means of a profile (several levels)

Perforated U profile in:
	· Galvanized steel with grey epoxy resin.
	· SST.
With insulating horizontal supports in U48X .

Perforated Ω profile in:
	· SST.
	· Galvanized steel with grey epoxy resin.
With horizontal support in U48X .

L bracket in:
	· Steel sendzimir.
	· Galvanized steel with grey epoxy resin.

Horizontal support in U48X  (insulating).

Directly (1 level)

Temperature ≤ 40°C ≤ 60°C ≤ 90°C

Distance between 
supports (L) 1.5 m 1 m 0.5 m

Supporting elements

Wall
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Sizes (mm) 60x100 60x200 60x300 100x200 100x300 100x400 100x600

Grey  
Grey RAL 7038

Dimensions (mm)
60

100

60

200

60

300

100

200

100

300

100

400

100

600

Perforated cable trays
3 m 66100-48 66200-48 66300-48 66220-48 66320-48 66420-48 66620-48

Non perforated cable trays
3 m 66101-48 66201-48 66301-48 66421-48 66621-48

Cover

Cover
3 m 66102-48 66202-48 66302-48 66202-48 66302-48 66402-48 66602-48

Junction parts in 

2x  
+ 

4x  
/

Junction 66825-48 66825-48 66835-48

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

Insulating bolt (1) 66832-44 66832-44

Cable conduction parts in 

2x meter of divider

2x 
/

 

Divider
3 m 66821-48 66821-48 66831-48

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

Insulating bolt (1) 66832-44 66832-44

 
2x meter of divider

2x 
/

Reinforced divider
3 m 66826-48 66826-48 66836-48

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

Insulating bolt (1) 66832-44 66832-44

NEW

A4 AISI 316 Stainless Steel C6 Galv. Class 6 acc./IEC 61537 See next page  
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Sizes (mm) 60x100 60x200 60x300 100x200 100x300 100x400 100x600

Grey  
Grey RAL 7038

Dimensions (mm)
60

100

60

200

60

300

100

200

100

300

100

400

100

600

Perforated cable trays
3 m 66100-48 66200-48 66300-48 66220-48 66320-48 66420-48 66620-48

Non perforated cable trays
3 m 66101-48 66201-48 66301-48 66421-48 66621-48

Cable conduction parts in 

 
+ 

4x  

Flat corner 90º 66110-48 66210-48 66310-48 66230-48 66330-48 66430-48 66630-48

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

Cover flat corner 90º (2) 66111-48 66211-48 66311-48 66211-48 66311-48 66411-48 66611-48

 
+ 

6x  

Semi Tee 66128-48 66228-48 66328-48 (3) 66248-48 66348-48 (3) 66448-48 (3) 66648-48 (3)

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

Semi Tee cover (2) 66129-48 66229-48 66329-48 66229-48 66329-48 66429-48 66629-48

End cover
(Includes 2 inox screws) 66113-48 66213-48 66313-48 66233-48 66333-48 66433-48 66633-48

Joint cover piece 66114-48 66214-48 66314-48 66234-48 66334-48 66434-48 66634-48

Cover fixings IK10 66845-48 66845-48 66855-48

Cable clamp 67001-44 67001-44

NEW

A4 AISI 316 Stainless Steel C6 Galv. Class 6 acc./IEC 61537 See next page  
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Sizes (mm) 60x100 60x200 60x300 100x200 100x300 100x400 100x600

Grey  
Grey RAL 7038

Dimensions (mm)
60

100

60

200

60

300

100

200

100

300

100

400

100

600

Perforated cable trays
3 m 66100-48 66200-48 66300-48 66220-48 66320-48 66420-48 66620-48

Non perforated cable trays
3 m 66101-48 66201-48 66301-48 66421-48 66621-48

Other junction parts in 

Base reinforcing plate (4)
(Include 2 screws AISI 304) 66820-48 66830-48

1x  
+ 

4x  

Corner junctions
Mounting corners 
Note: A unit is composed by a 
set of 2 pieces (internal and 
external)

66841-48 66841-48 66851-48

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

2x  
+ 

4x  

Downwards junction
- 45º level-changing 66842-48 66842-48 66852-48

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

2x  
+ 

4x 

Upwards junction
+ 45º level-changing 66843-48 66843-48 66853-48

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

2x 
+ 

4x  

Vertical hinge
Variable-angle level changing 66813-48 66813-48 66833-48

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

2x 
+ 

4x  

Horizontal hinge 66844-48 66844-48 66854-48

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

NEW

A4 AISI 316 Stainless Steel C6 Galv. Class 6 acc./IEC 61537 See next page  
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Sizes (mm) 60x100 60x200 60x300 100x200 100x300 100x400 100x600

Grey  
Grey RAL 7038

Dimensions (mm)
60

100

60

200

60

300

100

200

100

300

100

400

100

600

Perforated cable trays
3 m 66100-48 66200-48 66300-48 66220-48 66320-48 66420-48 66620-48

Non perforated cable trays
3 m 66101-48 66201-48 66301-48 66421-48 66621-48

Parts for direct wall fixing (one level) in  and steel

 
+ 

2x  

Insulating horizontal support
60103-44 60203-44 60303-44 60203-44 60303-44 60403-44 60603-44

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

66849-A4 / 
66849-C6

A

B

+
 

2x   
+ 

2x  
+ 

2x  

Insulating 
strut 
channel (5)
2 m

Grey

A = 25 mm
B = 50 mm 60202-44 60202-44

A = 50 mm
B = 50 mm 60204-44 60204-44

Spring Channel Nut
M8 60710-A4 / 60710-C6 60710-A4 / 60710-C6

Nuts and bolts
(M8 DIN 6921) 60849-A4 / 60849-C6 60849-A4 / 60849-C6

Insulating cap for bolts
LDPE

66819 66819

+

2x

Insulating vertical supports
Use metal screws to fix the tray 66155-48 66205-48 66305-48 66205-48 66305-48 66405-48 66605-48

Nuts and bolts
(M8 DIN 603 ISO 8677) 66839-A4 / 66839-C6 66839-A4 / 66839-C6

 
+ 

2x  

¨L¨ support 
(6)

Galvanized steel 
with grey epoxy 

resin
66106 66206 66306

Steel Sendzimir 66107 66207 66307

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48

NEWA4 AISI 316 Stainless Steel C6 Galv. Class 6 acc./IEC 61537 See next page  
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Sizes (mm) 60x100 60x200 60x300 100x200 100x300 100x400 100x600

Grey  
Grey RAL 7038

Dimensions (mm)
60

100

60

200

60

300

100

200

100

300

100

400

100

600

Perforated cable trays
3 m 66100-48 66200-48 66300-48 66220-48 66320-48 66420-48 66620-48

Non perforated cable trays
3 m 66101-48 66201-48 66301-48 66421-48 66621-48

Parts for wall fixing with profiles (several levels) in  and steel

L

+

1x   
+ 

1x  
+ 

2x  

SST

U Perfo-
rated
profile

Galvanized steel
with grey epoxy

resin

L = 0,5 m 66838 66838

L = 3 m 66898 66898

L = 3 m 66998 66998

L = 0,5 m 66938 66938

Mounting pin
(M10 DIN 931) 66822-A4 / 66822-C6

66822-A4 / 
66822-C6

Insulating horizontal support

Grey
60103-44 60203-44 60303-44

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48

AB

+

2x   
+ 

2x  
+ 

2x  
+

2x  

Insulating 
strut 
channel (5)
2 m

Grey

A = 25 mm
B = 50 mm 60202-44 60202-44

A = 50 mm
B = 50 mm 60204-44 60204-44

Spring Channel Nut
M8 60710-A4 / 60710-C6

60710-A4 / 
60710-C6

Nuts and bolts
(M8 DIN 6921) 60849-A4 / 60849-C6

60849-A4 / 
60849-C6

Insulating horizontal support

Grey
60103-44 60203-44 60303-44

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48

NEWA4 AISI 316 Stainless Steel C6 Galv. Class 6 acc./IEC 61537 See next page  
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Sizes (mm) 60x100 60x200 60x300 100x200 100x300 100x400 100x600

Grey  
Grey RAL 7038

Dimensions (mm)
60

100

60

200

60

300

100

200

100

300

100

400

100

600

Perforated cable trays
3 m 66100-48 66200-48 66300-48 66220-48 66320-48 66420-48 66620-48

Non perforated cable trays
3 m 66101-48 66201-48 66301-48 66421-48 66621-48

Parts for wall fixing with profiles (several levels) in  and steel

L

+

1x   
+ 

1x   
+ 

2x  

SST AISI 304
with grey epoxy

coating

Ω perfo-
rated
profile

Galvanized steel
with grey epoxy

coating

L = 3 m 66897 66897

L = 0,5 m 66837 66837

L = 0,5 m 66997 66997

L = 3 m 66937 66937

Mounting pin
(M10 DIN 931) 66822-A4 / 66822-C6 66822-A4 / 66822-C6

Insulating horizontal support

Grey
60103-44 60203-44 60303-44 60203-44 60303-44 60403-44 60603-44

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

66849-A4 / 
66849-C6

Parts for rooftop support

A

+

2x   
+

2x  
+

2x  
+ 

Rooftop 
support (7)

Grey

A = 300 mm 60305-48 60305-48

A = 150 mm 60155-48 60155-48

Spring Channel Nut
M8 60710-A4 / 60710-C6 60710-A4 / 60710-C6

Nuts and bolts
(M8 DIN 6921) 60829-A4 / 60829-C6 60829-A4 / 60829-C6

Insulating cap for bolts
LDPE 66819 66819

Protection foil for PVC-P 
roof
(optional)

60001 60001

NEWA4 AISI 316 Stainless Steel C6 Galv. Class 6 acc./IEC 61537 See next page  
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Sizes (mm) 60x100 60x200 60x300 100x200 100x300 100x400 100x600

Grey  
Grey RAL 7038

Dimensions (mm)
60

100

60

200

60

300

100

200

100

300

100

400

100

600

Perforated cable trays
3 m 66100-48 66200-48 66300-48 66220-48 66320-48 66420-48 66620-48

Non perforated cable trays
3 m 66101-48 66201-48 66301-48 66421-48 66621-48

Ceiling fixing parts in  and steel (8)

A

B

Insulating 
strut 
channel (5)
2 m

Grey

A = 25 mm
B = 50 mm 60202-44 60202-44

A = 50 mm
B = 50 mm 60204-44 60204-44

H+

+

2x
+ 

2x  

Galvaniz.
Steel whit 
grey epoxy 
resin

"L¨ support 
+
¨L¨ support 
(6)

Sendzimir
Steel

H= 150 mm

66106
+

66106
+

66106
+

66106 66206 66306

H= 250 mm

66206
+

66206
+

66206
+

66106 66206 66306

H= 350 mm

66306
+

66306
+

66306
+

66106 66206 66306

H= 150 mm

66107
+

66107
+

66107
+

66107 66207 66307

H= 250 mm

66207
+

66207
+

66207
+

66107 66207 66307

H= 350 mm

66307
+

66307
+

66307
+

66107 66207 66307

Nuts and bolts
(M8 DIN 6921) 66829-A4 / 66829-C6 66829-A4 / 66829-C6

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48

NEWA4 AISI 316 Stainless Steel C6 Galv. Class 6 acc./IEC 61537 See next page  
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Sizes (mm) 60x100 60x200 60x300 100x200 100x300 100x400 100x600

Grey  
Grey RAL 7038

Dimensions (mm)
60

100

60

200

60

300

100

200

100

300

100

400

100

600

Perforated cable trays
3 m 66100-48 66200-48 66300-48 66220-48 66320-48 66420-48 66620-48

Non perforated cable trays
3 m 66101-48 66201-48 66301-48 66421-48 66621-48

Signaling parts in 

ID Plate 67010-GN 67010-GN

ID Plate 67010-RD 67010-RD

ID Plate 67010-BU 67010-BU

ID Plate 67010-YL 67010-YL

ID Cover Plate 67011-CL 67011-CL

Horizontal supports table

 
+ 

2x  

Insulating horizontal support

Grey
60103-44 60203-44 60303-44 60203-44 60303-44 60403-44 60603-44

Nuts and bolts
(M8 DIN 603 ISO 8677) 66809-48 66809-48 66839-A4 / 66839-C6

66849-A4 / 
66849-C6

NEW

A4 AISI 316 Stainless Steel C6 Galv. Class 6 acc./IEC 61537 See next page  
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Mounting of U perforated ceiling supports
(Compatible with cable trays up to 60x300 mm).
In installations with ceiling supports, the load calculations should be checked.

SST AISI 304 with
grey epoxy coating

Galvanized steel with
grey epoxy coating

 
+ 

4x  
+

L

+

1x   
+ 

U profile connector 66880 66980

Nuts and bolts
(M8 DIN 6921) 66829-A4 66829-C6

Perforated U 
profile

L = 0,25 m 66808 66908

L = 0,50 m 66838 66938

L = 3 m 66898 66998

Mounting pin 66822-A4 / 66822-C6

Insulating horizontal support

Grey

U48X See table for horizontal supports on the previous page

Mounting of Ω perforated ceiling supports
(Compatible with all sizes of cable tray).
In installations with ceiling supports, the load calculations should be checked.

SST
Galvanized steel with

grey epoxy resin

 / 

 
+ 

6x  
+

L

+
 

1x   
+ 

Ω profile connector 66890 66990

Nuts and bolts
(M8 DIN 6921) 66829-A4 66829-C6

Ω 
perforated 
profile

L = 0,50 m 66837 66937

L =  3 m 66897 66997

Mounting pin
(M10 DIN 931)

66822-A4 / 66822-C6

Insulating horizontal support

Grey
See table for horizontal supports on the previous page

See next page  

See next page  
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3 x 60840-44
2 x 60710-C6 / 60710-A4
2 x 60829-C6 / 60829-A4
3 x 66879-C6 / 66879-A4

60204-44
H max. = 1105 mm

60204-44 L max. 715 mm
Tray width + 115 mm

More information in: www.unex.net/en/unex-trut-60

All assemblies must be carried out according to the mounting instructions. 
Unex declines any responsibility for assemblies that have not been carried out according to the mounting instructions. 
For assemblies other than those indicated in the mounting instructions, contact Unex technical assistance:  
technical.assistance@unex.net.

Types of assembly with insulating strut 
channels

Ceiling corner support

Floor corner support

Ceiling H frame support

Floor H frame support

60204-44 L max. 715 mm
Tray width + 115 mm

H

H

L

L

4 x 60840-44
4 x 60710-C6 / 60710-A4
4 x 60829-C6 / 60829-A4
4 x 66879-C6 / 66879-A4

60204-44
H max. = 1105 mm

A4 AISI 316 Stainless Steel C6 Galv. Class 6 acc./IEC 61537

Unex Trut 60®

Insulating strut channel

A

B

Strut channel
A = 50 mm
B = 50 mm

60204-44

Parts for insulating strut channel

Connector 50x50 60840-44

Variable strut connector 
50x50 60850-44

Strut lock 50 60810-44

Bolt with nut
(M8 DIN 6921)

66829-A4 / 66829-C6

 66849-A4 / 66849-C6

66879-A4 / 66879-C6

Bolt with nut
(M8 DIN 603 ISO 8677) 66839-A4 / 66839-C6

Bolt
(M8 DIN 6921)

60829-A4 / 60829-C6

60849-A4 / 60849-C6

Spring Channel Nut
M8 60710-A4 / 60710-C6

Note:
(1) Only for horizontal tray installations.
(2) Include 4 nuts and bolts to fix optional cover.
(3) Parts number 66328-48, 66348-48 and 66448-48 require 7 screws to fix it to the cable tray. Part number 66648-48 

requires 8 screws to fix it to the cable tray.
(4) 2 screws are included. For cable trays of width ≥ 300 mm the use of a base union is necessary to comply with the 

requirements of full load transverse deflection defined by 
international Cable trays Standard IEC 61537.

(5) For insulating Strut Channel greater than 500 mm, a fixing must be installed at each end and intermediate fixings so 
that the maximum distance between them is 400 mm.

(6) To fix both L brackets, use nuts and bolts part no. 66829-A4 / 66829-C6. To fix the cable tray to the L bracket, use 
nuts and bolts part no. 66809-48.

(7) Compatible with the spring channel nut standard 41. In case a waterproofing membrane PVC is necessary, (Part nº 
60001). Cable trays must be fixed to the insulating rooftop supports by means of metal screws.

(8) For trapeze support type assembly with threaded rods. Threaded rods not included.




