
22Cable ties for indoor use
U60X · Colour grey

Sizes



Sizes (mm)

A B

L

2. Cable ties for indoor use (natural)

2221  1 2.5  101  22  1.6  8.16 80 MS 3367-4
2225  1 2.5  190  50  1.6  8.16 80 *
2233  1.2 3.6  142  32  1.6  13.6 130 MS 3367-5
2235  1.2 3.6  199  50  1.6  13.6 130 *
2237  1.2 3.6  279  76  1.6  13.6 130 *
2244  1.4 4.8  188  45  1.6  22.6 220 MS 3367-1
2247  1.4 4.8  287  76  1.6  22.6 220 MS 3367-7
2249  1.4 4.8  370  102  1.6  22.6 220 MS 3367-2
2271  1.8 7.6  218  50  4.8  54.4 530 *
2272  1.8 7.6  299  76  4.8  54.4 530 *
2273  1.8 7.6  376  102  4.8  54.4 530 MS 3367-3
2278  1.8 7.6  709  203  4.8  54.4 530 MS 3367-6

Part. no. Sizes  ø Use  Resistance s/IEC 62275  Designation 
 mm  mm kg N
 A  B L Max. Min.    MS 3367

Colour: Natural Material: U60X 
* Cable ties without the MS designation fulfil the conditions set in the standards for
models of the same width. The only change is the bundle diameter.

Note: It is recommended to keep the bag closed until use.

A B

L

3. Cable ties for indoor use (grey RAL 7035)

2233-3  1.2  3.6  142  32  1.6  13.6  130 MS 3367-5
2244-3  1.4  4.8  188  45  1.6  22.6  220 MS 3367-1
2247-3  1.4  4.8  287  76  1.6  22.6  220 MS-3367-7

Part. no. Sizes  ø Use  Resistance s/IEC 62275  Designation 
 mm  mm kg N
 A  B L Max. Min.    MS 3367 

Colour: Grey RAL 7035 Material: U60X 

Note: It is recommended to keep the bag closed until use.

A B

L

1.  Cable ties for indoor and outdoor installations 
(black)

2221-0  1  2.5  101  22  1.6  8.16  80 MS 3367-4
2225-0  1  2.5  190  50  1.6  8.16  80 *
2233-0  1.2  3.6  142  32  1.6  13.6  130 MS 3367-5 
2235-0  1.2  3.6  199  50  1.6  13.6  130 * 
2237-0  1.2  3.6  279  76  1.6  13.6  130 *
2244-0  1.4  4.8  188  45  1.6  22.6  220 MS 3367-1
2247-0  1.4  4.8  287  76  1.6  22.6  220 MS 3367-7
2249-0  1.4  4.8  370  102  1.6  22.6  220 MS 3367-2
2271-0  1.8  7.6  218  50  4.8  54.4  530 * 
2272-0  1.8  7.6  299  76  4.8 54.4  530 * 
2273-0  1.8  7.6  376  102  4.8  54.4  530 MS 3367-3
2278-0  1.8  7.6  709  203  4.8  54.4  530 MS 3367-6
2296-0 2 12.7 1000 298 70 117.3 1150 *
2298-0 2 12.7 1200 362 70 117.3 1150 *

Part. no. Sizes  ø Use  Resistance s/IEC 62275  Designation 
 mm  mm kg N
 A  B L Max. Min.    MS 3367 

Colour: Black Material: U61X suitable for outdoors 
* Cable ties without the MS designation fulfil the conditions set in the standards for
models of the same width. The only change is the bundle diameter.

Note: It is recommended to keep the bag closed until use.
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2. Cable ties for indoor use (natural)

2221  1 2.5  101  22  1.6  8.16 80 MS 3367-4
2225  1 2.5  190  50  1.6  8.16 80 *
2233  1.2 3.6  142  32  1.6  13.6 130 MS 3367-5
2235  1.2 3.6  199  50  1.6  13.6 130 *
2237  1.2 3.6  279  76  1.6  13.6 130 *
2244  1.4 4.8  188  45  1.6  22.6 220 MS 3367-1
2247  1.4 4.8  287  76  1.6  22.6 220 MS 3367-7
2249  1.4 4.8  370  102  1.6  22.6 220 MS 3367-2
2271  1.8 7.6  218  50  4.8  54.4 530 *
2272  1.8 7.6  299  76  4.8  54.4 530 *
2273  1.8 7.6  376  102  4.8  54.4 530 MS 3367-3
2278  1.8 7.6  709  203  4.8  54.4 530 MS 3367-6

Part. no. Sizes  ø Use  Resistance s/IEC 62275  Designation 
 mm  mm kg N
 A  B L Max. Min.    MS 3367

Colour: Natural Material: U60X 
* Cable ties without the MS designation fulfil the conditions set in the standards for
models of the same width. The only change is the bundle diameter.

Note: It is recommended to keep the bag closed until use.

A B

L

3. Cable ties for indoor use (grey RAL 7035)

2233-3  1.2  3.6  142  32  1.6  13.6  130 MS 3367-5
2244-3  1.4  4.8  188  45  1.6  22.6  220 MS 3367-1
2247-3  1.4  4.8  287  76  1.6  22.6  220 MS-3367-7

Part. no. Sizes  ø Use  Resistance s/IEC 62275  Designation 
 mm  mm kg N
 A  B L Max. Min.    MS 3367 

Colour: Grey RAL 7035 Material: U60X 

Note: It is recommended to keep the bag closed until use.

A B

L

1.  Cable ties for indoor and outdoor installations 
(black)

2221-0  1  2.5  101  22  1.6  8.16  80 MS 3367-4
2225-0  1  2.5  190  50  1.6  8.16  80 *
2233-0  1.2  3.6  142  32  1.6  13.6  130 MS 3367-5 
2235-0  1.2  3.6  199  50  1.6  13.6  130 * 
2237-0  1.2  3.6  279  76  1.6  13.6  130 *
2244-0  1.4  4.8  188  45  1.6  22.6  220 MS 3367-1
2247-0  1.4  4.8  287  76  1.6  22.6  220 MS 3367-7
2249-0  1.4  4.8  370  102  1.6  22.6  220 MS 3367-2
2271-0  1.8  7.6  218  50  4.8  54.4  530 * 
2272-0  1.8  7.6  299  76  4.8 54.4  530 * 
2273-0  1.8  7.6  376  102  4.8  54.4  530 MS 3367-3
2278-0  1.8  7.6  709  203  4.8  54.4  530 MS 3367-6
2296-0 2 12.7 1000 298 70 117.3 1150 *
2298-0 2 12.7 1200 362 70 117.3 1150 *

Part. no. Sizes  ø Use  Resistance s/IEC 62275  Designation 
 mm  mm kg N
 A  B L Max. Min.    MS 3367 

Colour: Black Material: U61X suitable for outdoors 
* Cable ties without the MS designation fulfil the conditions set in the standards for
models of the same width. The only change is the bundle diameter.

Note: It is recommended to keep the bag closed until use.
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