
77Slotted trunkings
U23X · Colour grey

Sizes



Useful cross-sections (mm2)
Recommended cable capacities

Cables V250
Number of cables
(Filling ratio 1.5)*

Cables H05/07 V-K
Number of cables
(Filling ratio 1.5)*

 18x20 25x20 33x30 42x20 42x30 42x43 42x60Sizes (mm)

0.5 mm2 43 53 116 96 154 237 346

0.75 mm2 28 35   77 63 102 157 229

1 mm2 18 23   50 41   66 102 150

1.5 mm2 14 17   37 30   49   75 110

2.5 mm2   9 12   26 21   34   52   76

 18.20.77 25.20.77 30.30.77 40.20.77 40.30.77 40.40.77 40.60.77Part no.

21121460940586728322234

 Material: U23X

 Part. no.  Sizes Fixing holes Pack

RAL 7030  RAL 5012 mm type

   GREY BLUE  A B m
B

A

Fixing holes compatible with EN 50085-2-3*

Sizes (mm)

See  next page

18.20.77 18 20 1 80
25.20.77   25 20 1 60
30.30.77   33 30 1 60
40.20.77   42 20 1 72
40.30.77  42 30 1 48
40.40.77 42 43 1 32
40.60.77   42 60 1 24
60.20.77   60 20 1 48
60.30.77   60 30 1 36
60.40.77 776040-06   60 43 1 32
60.60.77 776060-06   60 60 1 32
60.80.77   60 80 2 32
60.100.77    60 100 2 12
60.120.77   60 120 2 12
80.30.77 778030-06   80 30 1 28
80.40.77 778040-06   80 43 1 24
80.60.77 778060-06   80 60 1 24  
80.80.77 778080-06   80 80 2 24
80.100.77  7780100-06   80 100 2 12
80.120.77 7780120-06   80 120 2 12
100.40.77 100 43 1 16
100.60.77 100 60 1 16
100.80.77 100 80 2 16
100.100.77 100 100 2 8
100.150.77 100 150 3 8

Grey
RAL 7030

* BS EN 50085-2-3 is the UK implementation of EN 50085-2-3.

* Note: For other types of cables, the necessary section results from the application of the following formula: Section = Cable section x no. of cables x 1.5.
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(1) Except for part no. 18.20.77 and 100.150.77.

40801 (1)
Label-holder 
profile support

40802 (1)Label-holder profile
2 m

40902 (1)
Cutting tool
To cut the main trunking

Tools

(1) Cut at 90° for trunkings width ≤ 60 mm Cut at 45° for trunkings width ≤ 40 mm.

(1) To fix labels. Do not use to fix trunkings.

1303 (1)

1305
Plastic 
rivet

Riveting tool

1309

1318

1300
Riveting tool: can be used with 
part no. 1305, 1309 and 1318

1301
Riveting tool: can be used with 
part no. 1303

L = 225 mm

L = 120 mm

L

A

D

Ø B

Ø C

A = 6 mm
Ø B = 6 mm
Ø C = 3.0-3.25 mm

D = 1-3 mm

A = 8 mm
Ø B = 11 mm
Ø C = 5.1-5.25 mm

D = 2-5 mm

A = 12 mm
Ø B = 11 mm
Ø C = 6.1-6.5 mm

D = 5-9 mm

A = 21 mm
Ø B = 11 mm
Ø C = 6.1-6.5 mm

D = 10-18 mm

Functional and mounting 
elements for Slotted trunking 77

See next page

Fittings

Fixing elements in U60X

U23X

U43X

Translucent

Slotted 
trunking77
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U23X
Grey Blue
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