
88Slotted trunkings
U43X halogen free · 
Colour grey

Useful cross-sections



See next page

40902 (1)Cutting tool
To cut the main trunking

Tools

(1)  Cut at 90° for trunking’s width ≤ 60 mm Cut at 45° for trunking’s width ≤ 40 mm.

1303 (1)

1305
Plastic 
rivet

Riveting  
tool

1309

1318

1300
Riveting tool: can be used with 
part no. 1305, 1309 and 1318

1301
Riveting tool: can be used with 
part no. 1303

L = 225 mm

L = 120 mm

A = 6 mm
Ø B = 6 mm
Ø C = 3.0-3.25 mm

D = 1-3 mm

A = 8 mm
Ø B = 11 mm
Ø C = 5.1-5.25 mm

D = 2-5 mm

A = 12 mm
Ø B = 11 mm
Ø C = 6.1-6.5 mm

D = 5-9 mm

A = 21 mm
Ø B = 11 mm
Ø C = 6.1-6.5 mm

D = 10-18 mm

(1) To fix labels. Do not use to fix trunkings.

Fixing elements in U60X
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Fixing holes compatible with EN 50085-2-3*
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Sizes (mm)

 Material: U43X

 Part. no. Sizes Fixing holes Pack

   mm type

25.20.88 25 20 1 60
30.30.88 33 30 1 60
40.20.88 42 20 1 72
40.30.88 42 30 1 48
40.40.88 42 43 1 32
40.60.88  42 60 1 24
60.30.88   60 30 1 36
60.40.88   60 43 1 32
60.60.88   60 60 1 32
60.80.88    60 80 2 32
60.120.88 60 120 2 12
80.30.88 80 30 1 28
80.40.88   80 43 1 24
80.60.88   80 60 1 24
80.80.88   80 80 2 24
80.100.88   80 100 2 12
80.120.88   80 120 2 12
100.40.88 100 43 1 16
100.60.88 100 60 1 16
100.80.88 100 80 2 16
100.100.88 100 100 2 8

Natural

* BS EN 50085-2-3 is the UK implementation of EN 50085-2-3.
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