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Rozmiary przekrojów użytkowych



Rozmiary przekrojów użytkowych (mm2) 

Wymiary właściwe (mm) 

Rozmiary kanału (mm)

Uniwersalne  
gniazda bez  
obudowy

Gniazda modułowe  
i DIN z obudową 

Bez przegrody

Z przegrodą

Z przegrodą  
i elementem 
narożnikowym

 93031-2 93032-2 93086-2 93087-2

 70x100 70x130 70x175 70x210

 70x100 70x130 70x170 70x210

5130

4695

3475

3475

3060

2625

5590

2600

2600

2165

2165

2790

7660

4335

5315

6000

6000

2350

3035

3035

3635

3635

2100

1895

2385

2600

3090

2560

2526

3090

3025

3025

1750

1565

1970

2150

2570

2100

2100

2570

Montaż łączników i gniazd

Rozprowadzenie

Biały

RAL 9010

Informacje techniczne Rozwiązania Unex na portalu   

• Specyfikacje techniczne
• Instrukcje montażu

• Filmy instruktażowe dotyczące montażu

Characteristics

EN 61537:2007 / IEC 61537:2006 (INTERNATIONAL CABLE TRAY STANDARD)

Safe Working Load (SWL) acc. 

Test Type I (5)

60x75 mm : 7,9 Kg/m

60x100 mm. : 10,8 Kg/m 

60x150 mm. : 16,6 Kg/m 

60x200 mm. : 22,5 Kg/m

60x300 mm. : 33,7 Kg/m

60x400 mm. : 45,6 Kg/m

100x200 mm. : 37,6 Kg/m 

100x300 mm. : 57,3 Kg/m

100x400 mm. : 77,2 Kg/m 

100x500 mm. : 96,6 Kg/m

100x600 mm. : 116,5 Kg/m

Glow-wire test acc./ IEC 60695-2-

11:2001 (4)
Severity degree 960ºC.

Resistance against humid and 

saline corrosion 
Inherently resistant to corrosion. Test is not necessary.

DIN 8061 AND ISO/TR 10358

Performance against chemical 

ambiances

Chemical resistance against different substances defined by the 

standard depending on the concentration and temperature.

ANSI/UL 568:2009 AND CAN/CSA C22.2 NO. 126.2-02

Outdoor performance 
Good performance with exposure to the UVs and to the elements. 

Product Certified UL LISTED as "Suitable for outdoor".

EN 50085-2-1:2006 + A1:2011

Material Non metallic.

Minimum storage and transport 

temperature
-45ºC

Minimum installation and 

application temperature 
-25ºC

Maximum application 
temperature

+60ºC

Resistance against mechanical 

impacts during mounting and use Cable tray with cover: 20 J at -25ºC

Resistance to flame propagation 

acc./ IEC 60695-11-2:2003 (6) Non-flame propagation.

Electrical continuity characteristic Without electrical continuity characteristic.

Technical data
Insulating cable tray  in  

Our quality management system complies with the requirements of

UNE-EN ISO 9001: 2008 for the design, production and

commercialization of Unex Systems.
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Quality Marks (2)

(3)

EN 61537: 2007
Licence nº: 030/001911

(3)

EN 61537: 2007
Licence nº: 670639

(3)

EN 61537: 2007
Licence nº: 40011889

ANSI / UL 568: 2009 -

CAN/CSA C22.2 No. 126.2-
02

Licence nº: E335136

   

Approvals (2)

Type approval Certificate nº
05116/G3 BV

  

Characteristics

EN 61537:2007 / IEC 61537:2006 (INTERNATIONAL CABLE TRAY STANDARD)

Min./max. Service, transport, 

storage, installation and use 

temperature

-20º C up to +60º C.

Protection against mechanical 

damage
20 J at -20ºC (except 60x100: 10 J and 60x75: 5 J).

Electrical characteristics 
Insulating Cable tray and support system (except metallic supports)

Without electrical continuity. Non-conductive system.

Resistance to flame propagation 

s/ EN 60695-11-2:2003 (4) Non flame propagating system.

Coating
Without coating (except metallic supports with metallic coating and 

metallic supports with organic coating).

% perforation in the base area 
Class B (between 2% and 15%) for perforated cable tray. Class A 

(between 0% and 2%) for non perforated cable tray.

Technical data
Insulating cable tray  in  

Our quality management system complies with the requirements of

UNE-EN ISO 9001: 2008 for the design, production and

commercialization of Unex Systems.
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Description

Use
For support, protection and conduction of cables. 

Insulating material. 

Length: 3m. 

Colour: RAL 7035 Grey. 

Installation

Safe, easy and quick mounting. No burrs when cutting. 

Product characteristics 

Cable tray system for outdoor/indoor installations. Suitable for humid, saline and chemical environments: 

U23X. (1)

Insulating supports for outdoor/indoor installations. Suitable for humid, saline and chemical environments: 

U23X. (1)

Metallic supports for outdoor/indoor installations. Suitable for humid, saline and chemical environments: 

Stainless steel AISI 304. (1)

Metallic supports for outdoor/indoor installations. Suitable for humid, saline and chemical environments: 

Galvanized steel with epoxy coating. (1)

Metallic supports for dry indoor installations: Sendzimir galvanized steel. 

Silicone contents: Without silicone (<0,01%). 

RoHS Directive compliance: Compliant . 

Technical data

Insulating cable tray  in  

Our quality management system complies with the requirements of

UNE-EN ISO 9001: 2008 for the design, production and

commercialization of Unex Systems.
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